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This  plan  was  developed  for  the  operator  who  plans 
to  sell  a  considerable  amount  of  farm  produce  on  the 
retail  market. 

Location  is  an  important  factor.  A  market  of  this  size 
should  be  on  a  well-traveled  road,  since  a  large  volume 
of  business  is  required  to  justify  the  cost  of  such  a  build- 
ing. Ample  parking  space,  off  the  roadway,  should  be 
provided  to  accommodate  the  greatest  number  of  cars 
that  may  be  expected  at  one  time. 

The  concrete  masonry  building  is  60  feet  long  and 
30  feet  wide,  with  the  concrete  floor  slab  extending 
another  5  feet  out  along  the  front  of  the  building  under 
a  wide  roof  overhang.  Over  half  of  the  floor  space  is  for 
the  display  and  sales  area.  The  open  front  of  the  build- 
ing may  be  closed  at  night  or  during  the  off-season  by 
five  overhead  doors. 

No  equipment  is  shown  in  the  receiving  and  work 
area.  Items  such  as  worktables,  sinks,  waste  containers, 
and  a  lavatory  for  washing  hands  may  be  needed. 
Obtain  the  approval  of  the  proper  health  authorities 
before  starting  construction. 

The  roof  is  supported  by  clear-span  trusses.  The  use 
of  commercially  fabricated  trusses,  suitable  for  the 
conditions    in    the    area    where    the   building   is   to   be 
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erected,    is   suggested, 
live    loads    caused    by 


For  information  regarding  the 
snow  and  wind,  consult  your 
County  agricultural  agent  or  State  extension  agri- 
cultural engineer.  Trusses  should  be  securely  fastened  to 
the  plates  and  provided  with  diagonal  bracing  to  resist 
overturning. 


Working  drawings  may  be  obtained  from  the  extension  agricultural 
engineer  at  your  Suite  university.  There  may  lie  a  small  charge  to  cover 
i  D.st  of  printing. 

If  you  do  not  know  the  location  of  your  Slate  university,  send  your 
request  to  tgricultural  Engineer,  Federal  Extension  Service.  I  .S. 
Department  of  Agriculture,  Washington,  B.C.  20250.  He  will  forward 
your  request  to  the  correct  university . 
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CUTAWAY   OF  REFRIGERATED    ROOM 


CUTAWAY      VIEW 


The  refrigerated  room  shown  is  about  10  by  14  feet, 
with  a  ceiling  height  of  7  feet.  The  walls  and  ceiling 
are  insulated  with  a  3-inch  thickness  of  expanded 
polystyrene  foam  board  (or  equal).  The  floor  is  cast 
over  a  1-inch  layer  of  the  same  material  and  is  also 
isolated    from    the    rest    of    the    floor   slab    by    1-inch 


perimeter  insulation.  The  insulated  door  may  be  pur- 
chased complete  with  suitable  gaskets  and  hardware. 
The  required  refrigeration  capacity  will  vary  ac- 
cording to  the  desired  holding  temperature.  It  is  sug- 
gested that  you  discuss  your  needs  with  a  reputable 
supplier  of  refrigeration  equipment. 
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